
For office and public buildings, for institutions and schools and hospitals, 
for hotels and apartments and private homes, vertical draw blinds offer 
advantages of beauty, cleanliness, and versatility already widely recognized 
and accepted. 

Siesta Vertical Draw Blinds, with exclusive Vistarama control, offer all 
this, plus special features and advantages all their own: a choice of four 
types of installation to meet every window situation; a wide range of 
pattern and color combinations to harmonize with any decor; mechanical 
details which assure perfect performance and lasting economy. Only the 
finest materials—galvanized, bonderized steel, nylon, and Fiberglas—go 
into the manufacture of Siesta Vertical Draw Blinds. The architect specifies 
with confidence. The owner uses them with satisfaction for many trouble- 
free years. 
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vertical draw blinds 

with exclusive VISTARAMA control 


individual carriers 

Each slat is held firmly at top and 
bottom by its own control unit, 
which keeps the slat always in the 
desired position. 

vistarama control rod 

Siesta’s exclusive Vistarama control 
rod governs the smooth and per¬ 
fectly co-ordinated movement of all 
slats. 


slat openers 

Exclusive, foolproof slat openers 
automatically turn slats to uniform 
“see-through” position and lock 
them there firmly. 

master carrier lock 

As the blind is closed, exclusive 
Siesta carrier lock snaps shut auto¬ 
matically. There’s no backlash to 
separate center slats. 

drum type filter 

Tilter rotates slats 180° with cord 
travel of only 5^ inches. Tilt cords 
can’t slip, never have to be adjusted. 

carrier hooks 

The double-flange carrier hooks 
keep slats securely in position at 
all times. Yet slats can be easily 
removed. 

anchor brackets 

Anchor brackets allow 1 % in. ad¬ 
justment on each side of blind for 
precise fit in any installation and 
true slat spacing. 

self-opening center lock 

Center lock assures perfect slat 
closure and appearance; disengages 
automatically when blind is drawn 
open. 


practically self-cleaning 

The smooth, vertical slats stay dust-free longer, wipe 
clean in seconds with little effort. 

complete view, air, and light control 

Siesta Vertical Draw Blinds assure complete privacy or 
any desired degree of view. Air movement and sunlight 
are directed in any desired direction at a touch of the 
tilt cord. 


trouble-free performance 

In laboratory tests, the Siesta was still in perfect oper¬ 
ating condition after repeated operations equivalent to 
20 years of use. 


2 











































‘rhapsody” patterns 


linen patterns 


mother-of-pearl patterns 


At these corner windows in a mod¬ 
ern office, two side-opening blinds 
are used, opening in opposite 
directions. When blinds are fully 
open, slats accumulate at the sides, 
giving an unobstructed view. 


Siesta’s side-opening blinds are 
ideal for the large window expanse 
of this schoolroom. One is drawn 
to the right, one to the left, giving 
precise light control and shutting 
out all sun glare. 


In this private hospital room, a 
conventional center-opening blind 
is combined with two side-opening 
Siesta blinds to achieve a taste¬ 
ful angle bay installation: one 
of many interesting effects made 
possible by Siesta design. 


wood grain patterns 


Kurdon gives both architect and 
designer a choice of vertical blind 
types to meet the needs of any 
installation. This conventional 
center-opening Siesta, reaching the 
floor, blends perfectly into the 
quiet luxury of a fine hotel room. 


patterns and colors 

Only Siesta offers this new line of 
satin finish colors and patterns spe¬ 
cially developed for us and never 
before used on metal. Their soft, 
warm look of textured fabric, with 
an almost limitless choice of com¬ 
binations, gives free rein to taste 
and imagination. Conventional gloss 
finishes are also available, of 
course. 



Fully closed, Siesta blinds strike a quiet note of good 
taste, besides affording complete privacy. Each slat is 
firmly locked in the closed position. A touch of the tilt 
cord turns the slat to any desired position for ready 
admission of light and air without loss of privacy. 


Opened wide, Siesta blinds afford a full outdoor view. 
They can be stopped at any point in their travel between 
the fully closed and fully opened positions, and in any 
position they are automatically locked. Slats always hang 
uniformly, firmly held by the control rod. 

KURDON, INC. 
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vertical draw blinds 


how to measure 


installation inside casing 

Vertical blinds require com¬ 
plete clearance of all win¬ 
dow hardware. If there is 
any question of clearance, 
installation outside casing 
is recommended. 

Furnish exact dimensions. 
All necessary allowances 
will be made by manufac¬ 
turer. Measure full width 
inside window (dimension 
A). Measure height from 
inside top of casing to top 
of sill (B). 


suggested specifications 

Vertical draw blinds shall be installed at windows where 
shown on drawings. Blinds shall have slats of galvanized, 
bonderized steel, with individual slat carriers, controlled 
by a single control rod and having an automatic carrier 
lock to hold slats in any selected position. Blinds shall 

licensed manufacturers 

Siesta Vertical Draw Blinds are manufactured by carefully 
selected firms, strategically situated throughout the United 
States and Canada to provide fast, dependable, close-at- 
hand service for architect, builder, and owner. 



installation outside casing 

Outside installation is rec¬ 
ommended if window stop 
or jamb is less than 2 in. 
deep; if window hardware 
will interfere with free op¬ 
eration. Outside installation 
will also cover irregular or 
unsightly frame, and im¬ 
prove appearance by giving 
added height and width. 

Measure exact between 
bracket positions (A) and 
height (B) from top to bot¬ 
tom of desired blind length. 


also be equipped with automatic self-opening center lock; 
drum type tilter, and adjustable anchor brackets. Mount¬ 
ing brackets and center support brackets shall be of heavy 

gauge steel. All as manufactured by ___ 

under the trade name Siesta. 


Inquiries and purchase orders should be directed to the 
nearest Siesta manufacturer. His prompt attention to 
every inquiry and his conscientious compliance with your 
specifications are always assured. 



Acme Venetian Blind Co. 

2320 S. Western Avenue 
Chicago 8, Illinois 
Virginia 7-7400 

Consolidated General Products, Inc. 
480 Means Street, Northwest 
Atlanta 1, Georgia 
JAckson 3-4601 

Duratex Co. 

1122 E. Seventeenth at Park Ave. 
Denver 18, Colorado 
ALpine 5-1497 

Filterlite industries Limited 
102 Efmslie Street 
Ville LaSalle, Quebec, Canada 
HUnter 1-5612 

George H. Hees Co., Ltd. 

276 Davenport Road 
Toronto 5, Ontario, Canada 


International Venetian Blind Co. 
8043 Lyndon Avenue 
Detroit 38, Michigan 
UNiversity 4-7979 

Lee Venetian Blind Co. 

2219 Converse 
Houston 6, Texas 
JA 4-2974 

National Blind Co. 

1770 Sichel Street 
Los Angeles 31, Calif. 

CApitol 1-2135 


Nicholson’s Venetians 
309—3rd Avenue, South 
Seattle 4, Washington 
ELIiot 8463 


Charles A. Norton Shade Co., Inc. 
141 N. Water St. 

Rochester 4, New York 
BAker 5-8376 
O’Krent Corp. 

300 San Pedro 
San Antonio 12, Texas 
CA 7-0305 

Rex Venetian Blind Co. 

817 Albany Street 
Boston 19, Mass. 

GArrison 7-0400 
Spurlock & Carter Company 
1300 3rd Avenue, North 
Nashville 8, Tennessee 
ALpine 4-7504 
Vogue Venetian Blind Co. 

1933 West Passyunk Avenue 
Philadelphia 45, Pa. 

HOward 5-7515 
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